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Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3 GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 

The present document is part of a TS-family covering the 3^^ Generation Partnership Project; Technical Specification 
Group Services and System Aspects; Telecommunication management; as identified below: 

32.761 E-UTRAN Network Resource Model (NRM) Integration Reference Point (IRP): Requirements 

32.762 E-UTRAN Network Resource Model (NRM) Integration Reference Point (IRP): Information 
Service (IS) 

32.763 E-UTRAN Network Resource Model (NRM) Integration Reference Point (IRP): Common Object 
Request Broker Architecture (CORE A) Solution Set (SS) 

32.765 E-UTRAN Network Resource Model (NRM) Integration Reference Point (IRP): extensible 

Markup Language (XML) definitions 
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1 Scope 

The present document provides the XML definitions for the E-UTRAN Network Resource Model IRP IS [2] V9.0.X. 

An appHcation of these XML definitions is to build a configuration file for transfer with the Bulk CM IRP using either 
CORBA Solution Set of 3GPP TS 32.613 [3] or the SOAP Solution Set of 3GPP TS 32.617 [5]. For this application, the 
basic part of the XML file format definition is provided by 3GPP TS 32.615 [4]. 

Other applications of these XML definitions are the SOAP solution sets of other IRPs that perform operations on 
managed objects, for example the Basic CM IRP SOAP SS of 3GPP TS 32.607 [6] .This specification is related to 3GPP 
TS 32.762 V9.2.X. 

2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 

[I] 3GPP TS 21.905: "Vocabulary for 3GPP Specifications". 

[2] 3GPP TS 32.762: " Telecommunications management; Evolved Universal Terrestrial Radio 

Access Network (E-UTRAN) Network Resource Model (NRM) Integration Reference Point 
(IRP): Information Service (IS)". 

[3] 3GPP TS 32.613: "Telecommunication management; Configuration Management (CM); Bulk CM 

Integration Reference Point (IRP); Common Object Request Broker Architecture (CORBA) 
Solution Set (SS)". 

[4] 3GPP TS 32.615: "Telecommunication management; Configuration Management (CM); Bulk CM 

Integration Reference Point (IRP); extensible Markup Language (XML) file format definition". 

[5] 3GPP TS 32.617: "Telecommunication management; Configuration Management (CM); Bulk CM 

Integration Reference Point (IRP); SOAP Solution Set (SS)". 

[6] 3GPP TS 32.607: "Telecommunication management; Configuration Management (CM); Basic CM 

Integration Reference Point (IRP); SOAP Solution Set (SS)". 

[7] W3C REC-xml-20001006: "Extensible Markup Language (XML) 1.0 (Second Edition)". 

[8] W3C REC-xmlschema-0-20010502: "XML Schema Part 0: Primer". 

[9] W3C REC-xmlschema-1-20010502: "XML Schema Part 1: Structures". 

[10] W3C REC-xmlschema-2-20010502: "XML Schema Part 2: 

[II] W3C REC-xml-names- 199901 14: "Namespaces in XML". 

[12] 3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name 

convention for Managed Objects". 
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3 Definitions, symbols and abbreviations 

3.1 Definitions 

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A 
term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1]. 

XML file: file containing an XML document 

XML document: composed of the succession of an optional XML declaration followed by a root XML element 

NOTE: See [7] ; in the scope of the present document. 
XML declaration: it specifies the version of XML being used 

NOTE: See [7]. 

XML element: has a type, is identified by a name, may have a set of XML attribute specifications and is either 
composed of the succession of an XML start-tag followed by the XML content of the XML element followed by an 
XML end-tag, or composed simply of an XML empty-element tag; each XML element may contain other XML 
elements 

NOTE: See [7]. 

empty XML element: having an empty XML content; an empty XML element still possibly has a set of XML attribute 
specifications; an empty XML element is either composed of the succession of an XML start-tag directly followed by 
an XML end-tag, or composed simply of an XML empty-element tag 

NOTE: See [7]. 

XML content (of an XML element): empty if the XML element is simply composed of an XML empty-element tag; 
otherwise the part, possibly empty, of the XML element between its XML start-tag and its XML end-tag 

XML start-tag: the beginning of a non-empty XML element is marked by an XML start-tag containing the name and 
the set of XML attribute specifications of the XML element 

NOTE: See [7]. 

XML end- tag: the end of a non-empty XML element is marked by an XML end-tag containing the name of the XML 
element 

NOTE: See [7]. 

XML empty-element tag: composed simply of an empty-element tag containing the name and the set of XML attribute 
specifications of the XML element 

NOTE: See [7]. 

XML attribute specification: has a name and a value 

NOTE: See [7]. 

DTD: defines structure and content constraints to be respected by an XML document to be valid with regard to this 
DTD 

NOTE: See [7]. 

XML schema: more powerful than a DTD, an XML schema defines structure and content constraints to be respected 
by an XML document to conform with this XML schema; through the use of XML namespaces several XML schemas 
can be used together by a single XML document; an XML schema is itself also an XML document that shall conform 
with the XML schema for XML schemas 

NOTE: See [8], [9] and [10]. 
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XML namespace: enables qualifying element and attribute names used in XML documents by associating them with 
namespaces identified by different XML schemas 

NOTE: See [1 1], in the scope of the present document. 

XML complex type: defined in an XML schema; cannot be directly used in an XML document; can be the concrete 
type or the derivation base type for an XML element type or for another XML complex type; ultimately defines 
constraints for an XML element on its XML attribute specifications and/or its XML content 

NOTE: See [8], [9] and [10]. 

XML element type: declared by an XML schema; can be directly used in an XML document; as the concrete type of 
an XML element, directly or indirectly defines constraints on its XML attribute specifications and/or its XML content; 
can also be the concrete type or the derivation base type for another XML element type 

NOTE: See [8], [9] and [10]. 



3.2 Symbols 



3.3 Abbreviations 

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An 
abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 
TR 21.905 [1]. 

CM Configuration Management 

EDGE Enhanced Data for GSM Evolution 

GERAN GSM/EDGE Radio Access Network 

GSM Global System for Mobile communication 

IRP Integration Reference Point 

IS Information Service 

NRM Network Resource Model 

UMTS Universal Mobile Telecommunications System 

UTRAN Universal Terrestrial Radio Access Network 

XML extensible Markup Language 

XSD XML Schema Definition 



Architectural Features 



The overall architectural feature of E-UTRAN Network Resource Model IRP is specified in 3GPP TS 32.762 [2]. This 
clause specifies features that are specific to the XML definitions. 

The XML definitions of this document specify the schema for a configuration content. 

When using the XML definitions for a configuration file transfer with the Bulk CM IRP, using either CORBA Solution 
Set of 3GPP TS 32.613 [3] or SOAP Solution Set of 3GPP TS 32.617 [5], the basic part of the XML file format 
definition is provided by 3GPP TS 32.615 [4]. The XML definitions of this document provide the schema for the 
configuration content to be included in such a configuration file. 

When using the XML definitions with a SOAP solution set of any interface IRP that perform operations on managed 
objects, for example the Basic CM IRP SOAP SS of 3GPP TS 32.607 [6], the XML definitions of this document 
provides the schema for the configuration content operated on by the interface IRP. Such configuration content can be 
name of managed object and, if applicable, IOC attributes. 



ETSI 



3GPP TS 32.765 version 9.2.1 Release 9 8 ETSI TS 132 765 V9.2.1 (2010-01) 

5 Mapping 

5.1 General 

An IOC maps to an XML element of the same name as the IOC's name in the IS. An IOC attribute maps to a sub- 
element of the corresponding IOC's XML element, and the name of this sub-element is the same as the attribute's name 
in the IS. 

5.2 Information Object Class (IOC) mapping 

Annex A of the present document defines the NRM-specific XML schema eut ranNrm . xsd for the E-UTRAN 
Network Resources IRP NRM defined in 3GPP TS 32.762 [2]. 

XML schema eut ranNrm . xsd explicitly declares NRM-specific XML element types for the related NRM. 

The definition of those NRM-specific XML element types complies with the generic mapping rules defined in 3GPP TS 
32.615 [4]. 
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Annex A (normative): 

XML schema (file name "eutranNrm.xsd") 

The following XML schema eutranNrm . xsd is the NRM-specific schema for the E-UTRAN Network Resource 
Model IRP NRM defined in 3GPP TS 32.762 [2]: 

<?xml version="l . 0" encoding="UTF-8" ?> 

3GPP TS 32.765 E-UTRAN Network Resource Model IRP 
XML schema definition 
eutranNrm . xsd 
- - > 

<schema xmlns="http : //www. w3 . org/2 01/XMLSchema" 

xmlns :xn="http: //www. 3gpp.org/ftp/specs/archive/32_series/32 . 62 5#genericNrm" 
xmlns :en="http: //www. 3gpp.org/ftp/specs/archive/32_series/32 . 7 65#eutranNrm" 
xmlns : epc= "http : //www . 3gpp . org/f tp/specs/archive/32_series/32 . 755#epcNrm" 
xmlns : sm="http: //www. 3gpp.org/ftp/specs/archive/32_series/32 . 675#stateManagementIRP" 
targetNamespace="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . 7 65#eutranNrm" 
elementFormDefault=" qualified" > 

< import namespace="http: //www. 3gpp.org/ftp/specs/archive/32_series/32 . 62 5#genericNrm"/> 
< import namespace="http: //www. 3gpp.org/ftp/specs/archive/32_series/32 . 755#epcNrm"/> 
<import namespace="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . 675#stateManagementIRP"/> 
<complexType name= " IpAddressList " > 
<sequence> 

<element name="ipAddress" type=" string" minOccurs=" 0" maxOccurs= "unbounded" /> 
</sequence> 
</complexType> 

<simpleType name="CellIdentity" > 
<restriction base= "unsignedLong" > 

<maxlnclusive value=" 2 68435455 "/> 
< /restrict ion> 
</simpleType> 

<simpleType name= "Cell Type " > 
<restriction base="string" > 
<enumeration value="Femto"/> 
<enumeration value="Pico"/> 
<enumeration value= "Macro" /> 
< /restrict ion> 
</simpleType> 

<simpleType name="cellSize" > 
<restriction base="string" > 

<enumeration value="verysmall"/> 
<enumeration value=" small "/> 
<enumeration value= "medium" /> 
<enumeration value=" large" /> 
< /restrict ion> 
</simpleType> 

<complexType name="PLMNId" > 
<sequence> 

<element name="mcc" type=" short" minOccurs=" 0"/> 
<element name="mNc" type=" short" minOccurs="0"/> 
</sequence> 
</complexType> 

<complexType name= " PLMNIdList " > 
<sequence> 

<element name="pLMNId" type="en: PLMNId" minOccurs=" 0" maxOccurs="6"/> 
<!-- The first pLMNId of the pLMNIdList is primary PLMN id --> 
</sequence> 
</complexType> 
<simpleType name="Pci"> 

<restriction base="unsignedShort " > 
<maxlnclusive value="503 "/> 

<!-- Minimum value is 0, maximum value is 3x167+2=503 --> 
< /restrict ion> 
</simpleType> 

<complexType name="PciList " > 
<sequence> 

<element name="pci" type="en: Pci" maxOccurs="504 "/> 
</sequence> 
</complexType> 

<element name="ENBFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass" > 
<complexType> 
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<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
<all> 

<element name="userLabel" type=" string" minOccurs="0"/> 
<element name="x2BlackList " type="xn:dnList " minOccurs=" 0"/> 
<element name="x2WhiteList" type="xn:dnList " minOccurs=" 0"/> 
<element name="x2H0BlackList " type="xn:dnList " minOccurs=" 0"/> 
<element name="x2IpAddressList " type="string" minOccurs=" 0"/> 
<!-- linkList attribute is to be added when defined in the IS --> 
</all> 
</complexType> 
</element> 

<choice minOccurs=" 0" maxOccurs= "unbounded" > 
<element ref ="en: EUtranCellFDD"/> 
<element ref ="en: EUtranCellTDD"/> 
<element ref ="epc : EP_RP_EPS"/> 

<element ref ="en: ENBFunctionOptionallyContainedNrmClass"/> 
<element ref = "xn : VsDataContainer " /> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="ExternalENBFunction" substitutionGroup="xn: SubNetworkOptionallyContainedNrmClass" > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
<all> 

<element name="userLabel" type=" string" minOccurs=" 0"/> 
<!-- Attributes are to be added when defined in the IS --> 
</all> 
</complexType> 
</element> 

<choice minOccurs=" 0" maxOccurs= "unbounded" > 
<element ref ="en: ExternalEUtranCellFDD"/> 
<element ref ="en: ExternalEUtranCellTDD"/> 

<element ref ="en: ExternalENBFunctionOptionallyContainedNrmClass"/> 
<element ref = "xn : VsDataContainer " /> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="EUtranGenericCell" abstract="true" > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
<all> 

<element name="userLabel" type=" string" minOccurs=" 0"/> 

<element name="cellldentity" type="en: Cellldentity" minOccurs=" 0"/> 

<element name="cellType" type="en: CellType" minOccurs=" 0"/> 

<element name="cellSize" type="en: cellSize" minOccurs=" 0"/> 

<element name="pLMNIdList " type="en: PLMNIdList " minOccurs=" 0"/> 

<element name="tac" minOccurs=" 0"/> 

<element name="pci" type="en: Pci" minOccurs="0"/> 

<element name="pciList" type="en: PciList " minOccurs=" 0"/> 

<element name="maximumTransmissionPower" type=" short" minOccurs=" 0"/> 

<element name="partOf SectorPower" type=" short" minOccurs="0"/> 

<element name="ref erenceSignalPower" type=" short" minOccurs=" 0"/> 

<element name="pb" type=" short" minOccurs="0"/> 

<element name="operationalState" type="sm:operationalStateType" minOccurs=" 0"/> 

<element name="administrativeState" type="sm: administrativeStateType" 

minOccurs= " " / > 
<element name="availabilityStatus" type="sm: availabilityStatusType" 
minOccurs= " " / > 
</all> 
</complexType> 
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</element> 

<choice minOccurs="0" maxOccurs= "unbounded" > 
<element ref = "en : EUtranRelation" /> 
<element ref ="en: Cdma2000Relation"/> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="ExternalEUtranGenericCell" abstract="true" > 
< c omp 1 exTyp e > 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs="0" > 
< c omp 1 exTyp e > 
<all> 

<element name="userLabel" type=" string" minOccurs="0"/> 
<element name="pci" type="en: Pci" minOccurs=" 0"/> 
<element name="pLMNIdList " type="en: PLMNIdList " minOccurs=" 0"/> 
<element name="cellldentity" type="en: Cellldentity" minOccurs="0"/> 
</all> 
</complexType> 
</element> 
<choice minOccurs="0" maxOccurs= "unbounded" > 

<element ref = " en : EUtranRelation" /> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="EUtranCellFDD" > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
<all> 

<!-- Inherited attributes from EUtranGenericCell--> 

<element name="userLabel" type=" string" minOccurs=" 0"/> 

<element name="cellldentity" type="en: Cellldentity" minOccurs=" 0"/> 

<element name="cellType" type="en: CellType" minOccurs=" 0"/> 

<element name="cellSize" type="en: cellSize" minOccurs=" 0"/> 

<element name="pLMNIdList " type= "en: PLMNIdList " minOccurs=" 0"/> 

<element name="tac" minOccurs=" 0"/> 

<element name="pci" type="en: Pci" minOccurs=" 0"/> 

<element name="pciList " type="en: PciList " minOccurs="0"/> 

<element name="maximumTransmissionPower" type=" short" minOccurs=" 0"/> 

<element name="partOf SectorPower" type=" short" minOccurs="0"/> 

<element name="ref erenceSignalPower" type=" short" minOccurs=" 0"/> 

<element name="pb" type=" short" minOccurs="0"/> 

<element name="operationalState" type="sm: operationalStateType" minOccurs=" 0"/> 

<element name="administrativeState" type="sm: administrativeStateType" 

minOccurs= " " / > 
<element name="availabilityStatus" type="sm: availabilityStatusType" 

minOccurs= " " / > 
<!-- End of inherited attributes from EUtranGenericCell --> 
<element name="earf cnDl" minOccurs=" 0"/> 
<element name="earf cnUl" minOccurs="0"/> 
</all> 
</complexType> 
</element> 

<choice minOccurs="0" maxOccurs= "unbounded" > 
< element ref =" en: EUtranRelation" /> 

<element ref = " en : EUtranCellFDDOpt ionallyContainedNrmClass " /> 
<element ref = "xn : VsDataContainer " /> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="ExternalEUtranCellFDD" 
substitutionGroup="xn: SubNetworkOpt ionallyContainedNrmClass " > 
<complexType> 
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<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
<all> 

<!-- Inherited attributes from ExternalEUtranGenericCell--> 
<element name="userLabel" type=" string" minOccurs="0"/> 
<element name="pci" type="en: Pci" minOccurs=" 0"/> 
<element name="pLMNIdList " type="en: PLMNIdList " minOccurs=" 0"/> 
<element name="cellldentity" type="en: Cellldentity" minOccurs=" 0"/> 
<!-- End of inherited attributes from ExternalEUtranGenericCell --> 
<element name="earf cnDl" minOccurs="0"/> 
<element name="earf cnUl" minOccurs=" 0"/> 
</all> 
</complexType> 
</element> 

<choice minOccurs="0" maxOccurs= "unbounded" > 
<element ref = " en : EUtranRelat ion" /> 

< element ref ="en: ExternalEUtranCellFDDOptionallyContainedNrmClass"/> 
<element ref = "xn : VsDataContainer " /> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="EUtranCellTDD" > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
<all> 

<!-- Inherited attributes from EUtranGenericCell--> 

<element name="userLabel" type=" string" minOccurs=" 0"/> 

<element name="cellldentity" type="en: Cellldentity" minOccurs="0"/> 

<element name="cellType" type="en: CellType" minOccurs=" 0"/> 

<element name="cellSize" type="en: cellSize" minOccurs=" 0"/> 

<element name="pLMNIdList " type= "en: PLMNIdList " minOccurs=" 0"/> 

<element name="tac" minOccurs=" 0"/> 

<element name="pci" type="en: Pci" minOccurs=" 0"/> 

<element name="pciList " type="en: PciList " minOccurs="0"/> 

<element name="maximumTransmissionPower" type=" short" minOccurs=" 0"/> 

<element name="partOf SectorPower" type=" short" minOccurs="0"/> 

<element name="ref erenceSignalPower" type=" short" minOccurs=" 0"/> 

<element name="pb" type=" short" minOccurs=" 0"/> 

<element name="operationalState" type="sm: operationalStateType" minOccurs=" 0"/> 

<element name="administrativeState" type="sm: administrativeStateType" 

minOccurs= " " / > 
<element name="availabilityStatus" type="sm: availabilityStatusType" 

minOccurs="0"/> 
<!-- End of inherited attributes from EUtranGenericCell --> 
<element name="earf en" type=" short" minOccurs="0"/> 
<element name="sf Assignment " type=" short" minOccurs=" 0"/> 
<element name="specialSf Patterns" type=" short" minOccurs=" 0"/> 
</all> 

</complexType> 
</element> 

<choice minOccurs="0" maxOccurs= "unbounded" > 
<element ref = "en : EUtranRelation" /> 

<element ref = " en : EUtranCellTDDOpt ionallyContainedNrmClass " /> 
<element ref = "xn : VsDataContainer " /> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="ExternalEUtranCellTDD" 
substitutionGroup="xn: SubNetworkOpt ionallyContainedNrmClass " > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
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<all> 

<!-- Inherited attributes from ExternalEUtranGenericCell--> 

<element name="userLabel" type=" string" minOccurs=" 0"/> 

<element name="pci" type="en: Pci" minOccurs=" 0"/> 

<element name="pLMNIdList " type="en: PLMNIdList " minOccurs="0"/> 

<element name="cellldentity" type="en: Cellldentity" minOccurs=" 0"/> 

<!-- End of inherited attributes from ExternalEUtranGenericCell --> 

<element name="earf en" type=" short" minOccurs="0"/> 

</all> 
</complexType> 
</element> 

<choice minOccurs="0" maxOccurs= "unbounded" > 
<element ref ="en: EUtranRelation"/> 

< element ref ="en: ExternalEUtranCellTDDOptionallyContainedNrmClass"/> 
< element ref = "xn : VsDataContainer " / > 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="EUtranRelation" > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs="0" > 
<complexType> 
<all> 

<element name="tCI" minOccurs="0"/> 

<element name="isRemoveAl lowed" type= "boolean" minOccurs=" 0"/> 
<element name="isHOAl lowed" type= "boolean" minOccurs="0"/> 

<element name="isICICInf ormationSendAllowed" type= "boolean" minOccurs="0"/> 
<element name="isLBAllowed" type= "boolean" minOccurs="0"/> 
<element name="adjacentCell" type="xn:dn" minOccurs="0"/> 
</all> 
</complexType> 
</element> 
<choice minOccurs="0" maxOccurs= "unbounded" > 

< element ref ="en: EUtranRelationOptionallyContainedNrmClass"/> 
<element ref = "xn : VsDataContainer" / > 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="Cdma2 0Relation" > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs="0" > 
<complexType> 
<all> 

<element name="adjacentSector" type="xn:dn" minOccurs=" 0"/> 
</all> 
</complexType> 
</element> 
<choice minOccurs="0" maxOccurs= "unbounded" > 

< element ref ="en: Cdma2000RelationOptionallyContainedNrmClass"/> 
<element ref = "xn : VsDataContainer " /> 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 

<element name="Link_ENB_ENB" substitutionGroup="xn: SubNetworkOptionallyContainedNrmClass" > 
<complexType> 

<complexContent> 

<extension base="xn:NrmClass" > 
<sequence> 

<element name=" attributes" minOccurs=" 0" > 
<complexType> 
<all> 

<!-- Inherited attributes from Link --> 
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<element name="aEnd" type="xn:dn" minOccurs="0"/> 
<element name="linkType" type="xn: linkType" minOccurs=" 0"/> 
<element name="protocolName" type="string" minOccurs=" 0"/> 
<element name="protocolVersion" type=" string" minOccurs="0"/> 
<element name="userLabel" type=" string" minOccurs=" 0"/> 
<element name="zEnd" type="xn:dn" minOccurs=" 0"/> 
<!-- End of inherited attributes from Link --> 
</all> 
</complexType> 
</element> 
<choice minOccurs="0" maxOccurs= "unbounded" > 

< element ref = " en : Link_ENB_ENBOpt ionallyContainedNrmClass " / > 
<element ref = "xn : VsDataContainer " / > 
</choice> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
</element> 
<!-- The element definition for EP_RP_EPS is available through 

the epcNrm.xsd (3GPP TS 32.755), by using epc : EP_RP_EPS --> 
< element name= " ENBFunctionOpt ionallyContainedNrmClass " type= "xn : NrmClass " abstract= " true " / > 
<element name="ExternalENBFunctionOpt ionallyContainedNrmClass" type="xn: NrmClass" 
abstract =" true " /> 

< element name= " EUtranCellFDDOpt ionallyContainedNrmClass " type= "xn : NrmClass " abstract =" true " /> 
<element name= " ExternalEUtranCellFDDOpt ionallyContainedNrmClass " type= "xn : NrmClass " 
abstract =" true " /> 

<element name="EUtranCellTDDOpt ionallyContainedNrmClass" type="xn: NrmClass" abstract="true"/> 
<element name= " ExternalEUtranCellTDDOpt ionallyContainedNrmClass " type= "xn : NrmClass " 
abstract =" true " /> 

< element name= " EUtranRelationOpt ionallyContainedNrmClass " type= "xn : NrmClass " abstract =" true " /> 
<element name= " Cdma2 ORelationOpt ionallyContainedNrmClass " type= "xn : NrmClass " abstract =" true " / > 
< element name= "Link_ENB_ENBOpt ionallyContainedNrmClass " type= "xn : NrmClass " abstract =" true " /> 
</ schema > 
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Annex B (informative): 
Void 



ETSI 



3GPP TS 32.765 version 9.2.1 Release 9 



16 



ETSI TS 132 765 V9.2.1 (2010-01) 



Annex C (informative): 
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